24"

x /
) A
3 |- o % /
3
(s @) 0 NG /
o
TroeT] 1
n
|
»
<
5" \

/_
’.‘

12"

HANDHOLE

CONDUIT SPECIFICATIONS

1. FOR TRAFFIC SIGNALS ALL CONDUIT SHALL BE PVC.

2. CONDUIT FOR FIBER SHALL BE PVC PLASTIC.

3. TRACER WIRE WILL BE INSTALLED IN ALL CONDUITS FOR LOCATING PURPOSED.
4. ALL EMPTY CONDUITS WILL HAVE A PULL STRING.
5
6

CONDUIT WILL BE 24 INCHES DEEP TO THE TOP AT GRADE.
A MIN 30 FEET OF WIRE SHALL BE COILED IN ALL HANDHOLES (NOT LOOPED THROUGH).

CLASS 3 REINFORCED
CONCRETE PIPE

STEEL AREA
0.07 in?/ft

FOUR — %" x 5" EYEBOLTS
WITH SQUARE WASHER AND NUT
EVENLY SPACED AROUND THE
CONCRETE PIPE

GROUT AROUND CONDUIT

2 in, MIN. CONDUIT
AND BUSHING

KNOCKOUT PANELS, 2 in.
DEEP, FOUR EVENLY SPACED
AROUND STRUCTURE

CONCRETE PAD OR
HANDHOLE BOTTOM

AGGREGATE
(PEA GRAVEL OR LARGER)

GEOTEXTILE FABRIC
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NOTES

1. CONSULT THE LIGHT POLE MANUFACTURER FOR A FULL SIZE TEMPLATE AND FOR EXACT

ANCHOR BOLTS AS PER POLE
SUPPLIERS SPECIFICATIONS.
PROVIDE BOLT BASE CAP.

1" CHAMFER (TYP.)

4" FOR ROADWAYS/WALKWAYS

36" FOR PARKING AREAS

/— POLE

—— HANDHOLE FOR WIRING

GND. POLE W/
CABLE GND. CONDUCTOR

=l fr‘__ﬂ{ TO BE SUPPLIED BY POLE
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#2 TIES @8" MAX. - . .
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20" DIA CONC. FOUND. — I ,SS‘L’S N\,? /;:10 DCL(,_BOGNNDD.
WIRE)
N.T.S.
A
_2L+ 20" DIA CONCRETE BASE
i 12" DIA BOLT PATTERN
: 15" DIA #2-TIES WITH
';. 8—#4 RE—BARS 54"LONG
s—1/2" DIA X 18" LONG
BOLTS WITH 2"+ OF
< THREAD & 2"+ HOOK
2 N.T.S.

ANCHOR BOLT

INSTALLATION PATTERN

x RIGHT BOLT
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% ;._'..,.2'.;.-— WRONG BOLT

9= PATTERN

v | oo ACCESS DOOR

k G2 el oo SIDEWALK
N.T.S.

TEMPLATE FOR BOLT HOLES

SPECIFICATIONS FOR THE INSTALLATION.
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STREET SIDE

12" DIA. BOLT CENTERLINE
16 3/4” DIA BASE

V4
/ | . GROUND ROD

= 2" CONDUIT

(FIBER)
2" CONDUIT
(ELECTRIC)

SIDE\flIALK 8|c ACCIESS DOOR
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PROVIDED BY OTHERS,
INSTALLED BY CONTRACTOR

STANDARD STREET LIGHT POLE BASE AND HANDHOLE
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NOTES:

1. CONSULT THE LIGHT POLE MANUFACTURER FOR A FULL SIZE TEMPLATE AND FOR EXACT
SPECIFICATIONS FOR THE INSTALLATION.
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LIGHTED TOP SLIDES

OVER BASE

CONNECT WIRE
AND SLIDE OVER
STAINLESS STEEL COLUMN BALLAST INSIDE
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